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Subcontractors Program Requirements Document USE TYPE 3 DAR Number: 510442 
Manual:  INL Subcontractor Requirements 
 
1. PURPOSE  

This document establishes requirements for using safety signs, color codes, and barriers 
to warn employees of hazards that exist in their work area. This document highlights 
requirements referenced in the “Source Requirements” section, as well as Contractor 
requirements. Any applicable regulatory or Contractor requirements must be followed, 
with the most stringent requirement being met.  

2. SCOPE AND APPLICABILITY  

This document applies to all subcontractors working at the INL as specified in their 
contract with Contractor. Stricter requirements may be imposed by subcontractors upon 
their employees or subtier contractors.  The requirements of this document must be 
followed by subcontractors; however, the means of implementation may vary as 
determined by the subcontractor.  

3. REQUIREMENTS  

3.1 Signs and barricades shall meet the requirements of 29 CFR 1926 Subpart G 
“Signs, Signals, and Barricades.”  Additional requirements specific to signs and 
barricades are specified below. 

3.2 Use of Signs and Barriers  

3.2.1 Standard approved safety signs, colors, and barriers shall be used to 
identify workplace hazards and provide safety instructions.  

3.2.2 The standard, approved color codes identified in Appendix A shall be 
used at the INL.  

3.2.3 Signs/barriers required by standards or Contractor requirements 
documents shall be in place before starting work.  

3.2.4 Safety signs or barriers that have been placed for temporary use shall be 
removed promptly when the work is completed or the hazard no longer 
exists.  

3.3 General Barricades  

3.3.1 Stands or posts for general barricading shall be no more than 25 feet 
apart.  

3.3.2 Stands or posts that are subject to wind shall be weighted so that they 
remain erect.  
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3.3.3 Signs appropriate to the construction hazards shall be liberally used 
around the construction area. The maximum distance allowed from sign 
to sign is 50 feet.  

3.4 Subcontractor Area Demarcation  

3.4.1 The minimum space required to perform subcontract activities shall be 
designated.  

3.4.2 If sidewalks or other access ways can safely be maintained through the 
construction area, an effort shall be made to do so. If sidewalks are 
maintained through a subcontractor area, barriers (as described below) 
shall be established on both sides of the sidewalk.  

3.4.3 Black and yellow rope, ribbon, tape or orange safety fence shall be used 
to create a “controlled” area around all subcontractor areas.  Entry/exit 
access, (gates or personnel openings using stanchions etc.) into the 
subcontractor area shall be available without having to step over or under 
construction barriers.  

3.4.4 Entry/exit locations shall be established for every controlled 
subcontractor area. 

3.4.5 Subcontractor area demarcation signs shall state the following:  

A. CAUTION  

B. Subcontractor Area 

C. Authorized Personnel Only 

D. All visitors and non-authorized personnel must obtain access 
approval from [company name, designated person, with 
telephone number]. 

E. List applicable PPE requirements. 

3.4.6 Additional signs at entry/exit locations shall also include the name of the 
controlling organization’s CFR, with site telephone number, 

3.4.7 Subcontractor projects with multiple subcontractor activity locations 
shall be evaluated by CFR/STR/Safety representative and facility point 
of contact or designee for hazard controls to establish entry/exit 
requirements. 

 
3.5 Access Control  

3.5.1 Subcontractor shall control access requirements for controlled areas.  
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3.5.1.1 Before crossing a barrier or entering into a controlled access 
zone, personnel shall comply with access requirements such 
as training, personal protective equipment (PPE), and 
permission for entry.  

3.5.1.2 Any unauthorized person who is discovered in a controlled 
access zone shall be escorted to a safe area, and the work 
supervisor shall be immediately informed.  

NOTE: Other actions, such as performing an exposure assessment, 
may also need to be taken when an unauthorized person is 
found in an access control area.  

3.6 Maintenance of Signs and Barriers  

3.6.1 Missing, damaged, or deficient signs or barriers shall be replaced 
promptly.  

4. DEFINITIONS  

For definitions of terms used throughout the INL Subcontractor Requirements Manual, 
refer to LST-359.  

5. REFERENCES  

5.1 Source Documents  

29 CFR 1926.200, Signs, Signals, and Barricades 

6. APPENDICES  

Appendix A, Color Codes and Definitions for Standard Safety Signs and Barriers  
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Appendix A 
 

Color Codes and Definitions for Standard Safety Signs and Barriers 
 

Description  Definition  
 Danger  

Red  Also fire protection equipment  

 Warning  

Orange  Also construction fence  

Magenta and yellow radiation hazard  

Yellow  Caution  

 safety equipment  

Green  also emergency egress  

Blue  safety information  

Black/Yellow safety rope  

 also construction areas  

Any rope, chain,  barrier to unauthorized entry  

or tape*   
* color or type not specified 

 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue true
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 200
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 200
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f300130d330b830cd30b9658766f8306e8868793a304a3088307353705237306b90693057305f00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /FRA <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [1200 1200]
  /PageSize [612.000 792.000]
>> setpagedevice


